RADIAL SPORT TIRES

D208GP

D20

GROUND CONDITIONS

INTERMEDIATE
Off Road
DEOBF/D739AT

TIRE APPLICATION
STREET DIRT

Dual-Sport
De0s

Da07

Desert

DEOSF

DUNLOP MOTORCYCLE STREET
TIRE SIZE CONVERSION CHART

90/90 WJ30 2.75to0 3.00
110/90 WM30 3.75 to 4.00

5.001t05.10

120/90 WMR30 4.50 to 4.75
140/90 WUBS/MUS0 5.50 to 6.00

B.00t0 B.25

‘Warning!

The above are size marking conversion charts and do nat imply interchangeability. Consult motorcycle manufacturer and Dunlop for
correct replacements for original equipment tires. Critical clearances, motorcycle compatibilty and stability, load-bearing capacity,
speed rating, radial vs. non-radial, pettern and tresd compound requirements, inflation recommendstions, and frort-to-rear tire
matching will all vary with tire selection. Wrong selection can result in tire failure, loss of control with serious injury or death. For
further information, write Dunlop Tire Corp., Consumer Affairs Department, P.O. Box 1109, Buffalo, MY 14240-1109. Cr call
1-800-845-8378 wwwwy Dunlopmotorcycle .com

SPEED SYMBOL LOAD INDEX

&1 MPH
P |93MPH

| R fM0BMPH |

HOTE: For tires having & maximum speed capabilty ahove 149 mph, & Z must appear in the size designation. Consult tire manufacturer for
maximum speed when there is no service description.

Safety Warning!

S, H Y, and Z ratings where applied are indicative of high-performance capabilty based on Dunlop indoor wheel testing and are not walid for
damaged, attered, repaired, excessively worn, underinflated or overloaded tires. Dunlop does not recommend the use of any of s products in
excess of legal speed limits. Consult the owner's manual for recommended speed rating and do not mix ratings front to rear.



